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ZT METAL Inc.  – basic information 
 
ZT Metal Inc. Kralovice is a private joint stock company. 
At the present time it employs 53 employees. 
 
Manufacturing programme consists of: 
- job-order small batch and batch production of weldments made according to the drawing 

documentation of customers 
- production of stamping from metal sheets and wires 
Main part of the production is intended for export, especially to the Germany. 
 
Certification of ZT METAL Inc.  
Since 1999 we have in our company established Quality System Certification in accordance 
with ISO 9000 and in 2008 was performed re-audit in accordance with ISO 9001:2008. 
ZT METAL Inc. keeps welding certificate (“Großer Eignungsnachweis”) according to DIN 
18800-7 class D. The re-audit was performed in 2008. 
ZT METAL Inc. owns certification in accordance with IS TS 16949:2002 as well. 
 
Production premises of ZT METAL Inc. 
- factory building 18 x 90 x 8 m equipped with crane with lifting capacity of 6 tons, 

dimensions of entrance gate are 5 x 5 m 
- factory building 15 x 21 x 6 m equipped with crane with lifting capacity of 3,2 tons, 

dimensions of entrance gate are 5 x 4,5 m 
- factory building 12 x 30 x 4 m, dimensions of entrance gate are 4 x 3,5 m 
- factory building 15 x 32 x 6 m for material preparation equipped with crane with lifting 

capacity of 3,2 tons, dimensions of entrance gate are 5 x 4,5 m 
Factory buildings are equipped with some slewing cranes with lifting capacity of 0,5 or 1 
tonne. 
 
Surface treatment 
Shot blasting box 11 x 6 x 4 m 
Spraying room 12,9 x 6,3 x 4,5 m 
The spraying room is equipped with travelling platform for painting of capacious products. 
Coating method is airless spraying. 
 
Machinery equipment 
Dividing and material preparation 
- cutting of metal sheets on shear machines up to width of 3.150 mm and up to thickness of 

10 mm 
- sawing of material on band saws, max. dimensions 360 x 305 mm 
- CNC oxy-cutting machine for cutting of metal sheets up to 3.500 x 6.000 mm – plasma 

arc cutting up to thickness of 12 mm and flame cutting up to thickness of 150mm 
- CNC press brake 2.500 kN with table length of 4.000 mm 
- Sheet three-roll bending machine for profiles and metal sheets up to thickness of 12 mm 

and with of 2.000 mm 
Stamping 
- eccentric presses with pressing force from 250 kN up to 4.000 kN 
- hydraulic press 2.500 kN 
- production lines (decoiler – straightening machine – feeder) by presses 250 kN and 1.000 

kN 
- production line (decoiler – straightening machine – CNC feeder) by press 1.600 kN 
- special production line for wire processing (decoiler – straightening machine – CNC 

feeder) by press 2.500 kN 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



Products examples of ZT METAL Inc. 
 

             
 

    
 
Production of hall structure 
 

 
 
Structure for metro station in Prag Cerny Most – lane B 
 



 
 
Press container 
 
 
 

       
 
Transport containers 



   
 
Tanks for trucks 
 
 

       
 
 
Cutting and stamping parts for automotive industry 
 
 

       



 
 
Vacuum spreader 
 

 
 
Transport racks 


